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perform the work required under this con-
tract in such a manner as not to unreason-
ably interrupt or interfere with the conduct 
of Government business. 

(b) Any request received by the Contractor 
from occupants of existing buildings to 
change the sequence of work shall be re-
ferred to the Contracting Officer for deter-
mination. 

(c) If the premises are occupied, the Con-
tractor, his subcontractors and their em-
ployees shall not have access to or be admit-
ted into any building outside the scope of 
this contract except with official permission. 

(End of clause) 

552.236–76 Measurements. 
As prescribed in 536.570–7, insert the 

following clause: 

MEASUREMENTS (APR 1984) 

All dimensions shown of existing work and 
all dimensions required for work that is to 
connect with work now in place, shall be 
verified by the Contractor by actual meas-
urement of the existing work. Any discrep-
ancies between the contract requirements 
and the existing conditions shall be referred 
to the Contracting Officer before any work 
affected thereby has been performed. 

(End of clause) 

552.236–77 Specifications and Draw-
ings 

As prescribed in 536.570–8, insert the 
following clause: 

SPECIFICATIONS AND DRAWINGS (SEP 1999) 

The requirements of the clause entitled 
‘‘Specifications and Drawings for Construc-
tion’’ at FAR 52.236–21, are supplemented as 
follows: 

(a) In case of difference between small and 
large-scale drawings, the large-scale draw-
ings shall govern. Schedules on any contract 
drawing shall take precedence over con-
flicting information on that or any other 
contract drawing. On any of the drawings 
where a portion of the work is detailed or 
drawn out and the remainder is shown in 
outline, the parts detailed or drawn out shall 
apply also to all other like portions of the 
work. 

(b) Where the word ‘‘similar’’ occurs on the 
drawings, it shall have a general meaning 
and not be interpreted as being identical, 
and all details shall be worked out in rela-
tion to their location and their connection 
with other parts of the work. 

(c) Standard Details or Specification Draw-
ings are applicable when listed, bound with 
the specifications, noted on the drawings or 
referenced elsewhere in the specifications. 

Where the notes on the drawings indicate 
modifications, such modifications shall gov-
ern. 

(d) In case of difference between Standard 
Details or Specification Drawings and the 
specifications, the specifications will govern. 
In case of difference between the Standard 
Details or Specification Drawings and their 
drawings prepared specifically for this con-
tract, the later shall govern. 

(End of clause) 

552.236–78 Shop Drawings, Coordina-
tion Drawings, and Schedules. 

As prescribed in 536.570–9, insert the 
following clause: 

SHOP DRAWINGS, COORDINATION DRAWINGS, 
AND SCHEDULES (SEP 1999) 

The requirements, of the clause entitled 
‘‘Specifications and Drawings for Construc-
tion’’ at FAR 52.236–21, are supplemented as 
follows: 

(a) The Contractor shall submit shop draw-
ings, coordination drawings, and schedules 
for approval as required by the specifications 
or requested by the Contracting Officer as 
follows: 

(b) Show drawings shall include fabrica-
tion, erection and setting drawings, schedule 
drawings, manufacturers’ scale drawings, 
wriring and control diagrams, cuts or entire 
catalogs, pamphlets, descriptive literature, 
and performance and test data. 

(c) Drawings and schedules, other than 
catalogs, pamphlets and similar printed ma-
terial, shall be submitted in reproducible 
form with two prints made by a process ap-
proved by the Contracting Officer. Upon ap-
proval, the reproducible form will be re-
turned to the Contractor who shall then fur-
nish the number of additional prints, not to 
exceed 10, required by the specifications. The 
Contractor shall submit shop drawings in 
catalog, pamphlet and similar printed form 
in a minimum of four copies plus as many 
additional copies as the Contractor may de-
sire or need for his use or use by subcontrac-
tors. 

(d) Before submitting shop drawings on the 
mechanical and electrical work, the Con-
tractor shall submit and obtain the Con-
tracting Officer’s approval of such lists of 
mechanical and electrical equipment and 
materials as may be required by the speci-
fications. 

(e) Each shop drawing or coordination 
drawing shall have a blank area 5 by 5 
inches, located adjacent to the title block. 
The title block shall display the following: 
Number and title of drawing 
Date of drawing or revision 
Name of project building or facility 
Name of Contractor and (if appropriate) 

name of subcontractor submitting drawing 
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Clear identify of contents and location on 
the work 

Project title and contract number 
(f) Unless otherwise provided in this con-

tract, or otherwise directed by the Con-
tracting Officer, shop drawings, coordination 
drawings and schedules shall be submitted to 
the Contracting Officer, with a letter in trip-
licate, sufficiently in advance of construc-
tion requirements to permit no less than 10 
working days for checking and appropriate 
action. 

(g) Approval of drawings and schedules will 
be general and shall not be construed as per-
mitting any departure from the contract re-
quirements, or as approving departures from 
full-size details furnished by the Contracting 
Officer. 

(End of clause) 

552.236–79 Samples. 
As prescribed in 536.570–10, insert the 

following clause: 

SAMPLES (APR 1984) 

(a) After the award of the contract, the 
Contractor shall furnish for the approval of 
the Contracting Officer samples required by 
the specifications or by the Contracting Offi-
cer. Samples shall be delivered to the Con-
tracting Officer or to the Architect as speci-
fied or as directed. The Contractor shall pre-
pay all shipping charges on samples. Mate-
rials or equipment for which samples are re-
quired shall not be used in the work until ap-
proved in writing by the Contracting Officer. 

(b) Each sample shall have a label indi-
cating: 

(1) Name of project building or facility, 
project title and contract number. 

(2) Name of Contractor and, if appropriate, 
name of subcontractor. 

(3) Identification of material or equipment 
with specification requirement. 

(4) Place of origin. 
(5) Name of producer and brand (if any). 
Samples of finished materials shall have 

additional markings that will identify them 
under the finish schedules. 

(c) The Contractor shall mail under sepa-
rate cover a letter in triplicate submitting 
each shipment of samples and containing the 
information required in paragraph (b) of this 
clause. He shall enclose a copy of this letter 
with the shipment and send a copy to the 
Government representative on the project. 
Approval of a sample shall be only for the 
characteristics or use named in such ap-
proval and shall not be construed to change 
or modify any contract requirement. Substi-
tutions will not be permitted unless they are 
approved in writing by the Contracting Offi-
cer. 

(d) Approved samples not destroyed in test-
ing will be sent to the Government rep-

resentative at the project. Approved samples 
of hardware in good condition will be marked 
for identification and may be used in the 
work. Materials and equipment, incor-
porated in the work shall match the ap-
proved samples. Other samples not destroyed 
in testing or not approved will be returned to 
the Contractor at his expense if so requested 
at time of submission. 

(e) Failure of any material to pass the 
specified tests will be sufficient cause for re-
fusal to consider, under this contract, any 
further samples of the same brand or make 
of that material or equipment which pre-
viously has proved unsatisfactory in service. 

(f) Samples of various materials or equip-
ment delivered on the site or in place may be 
taken by the Government representative for 
testing. Samples failing to meet contract re-
quirements, or there shall be a proper adjust-
ment of the contract price as determined by 
the Contracting Officer. 

(g) Unless otherwise specified, when tests 
are required only one test of each sample 
proposed for use will be made at the expense 
of the Government. Samples which do not 
meet specification requirements will be re-
jected. Testing of additional samples will be 
made by the Government at the expense of 
the Contractor. 

(End of clause) 

552.236–80 Heat. 

As prescribed in 536.570–11, insert the 
following clause: 

HEAT (APR 1984) 

Unless otherwise specified or unless al-
ready provided by the Government the Con-
tractor shall; 

(a) Provide heat, as necessary to protect 
all work, materials, and equipment against 
injury from dampness and cold; 

(b) Protect, cover and/or heat as may be 
necessary, to provide and maintain a tem-
perature of not less than 50 degrees Fahr-
enheit (1) in the concrete during the placing, 
setting and curing of concrete, and (2) in the 
plaster during the application, setting and 
curing of plaster; and 

(c) Provide heat as necessary in the area 
where work is to be done to provide the min-
imum temperature recommended by the sup-
plier or manufacturer of the material, but in 
no case less than 50 degrees Fahrenheit, for 
a period beginning 10 days before placing or 
interior finishes and finish materials and 
continuing until completion or beneficial oc-
cupancy of the area, whichever is earlier. 
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